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Concentrator (CPC)Abstract A new simulation model of a new solar pumped laser system was tested to be run in
Helwan in Egypt (latitude u= 29520N, longitude k= 31210E and elevation = 141 m) as an
example of an industrial polluted area. The system is based on concentrating the solar radiation
using a Fresnel lens on a laser head ﬁxed on a mount tracking the sun during the day and powered
by a DC battery. Two cases of this model are tested; the ﬁrst one is the model consisting of a Fresnel
lens and a two-dimensional Compound Parabolic Concentrator (CPC), while the other is the model
consisting of a Fresnel lens and a three-dimensional Compound Parabolic Concentrator (CPC). The
model is fed by real actual solar radiation data taken in Helwan Solar Radiation Station at NRIAG
in the various seasons in order to know the laser power got from such a system in those conditions.
For the system of Fresnel lens and 2D-CPC, an average laser output power of 1.27 W in Winter,
2 W in Spring, 5 W in Summer and 4.68 W in Autumn respectively can be obtained. Accordingly,
the annual average output power for this system is 3.24 W. For the system of Fresnel lens and
3D-CPC, an average laser output power of 3.28 W in Winter, 3.55 W in Spring, 7.56 W in Summer
and 7.13 W in Autumn respectively can be obtained. Accordingly, the annual average output power
for this system is 5.38 W.
 2015 Production and hosting by Elsevier B.V. on behalf of National Research Institute of Astronomy
and Geophysics.1. Introduction
One of the most interesting applications of solar energy is to
generate the laser beam directly. Using the idea of concentrat-
ing the sun light, one can get the optical energy needed to
excite the laser material in order to generate the laser beam.
This kind of application is called Solar Laser.
The idea of the solar laser depends on concentrating the
solar radiation in order to obtain a pumping intensity greater
250 Y.A. Abdel-Hadi et al.than the threshold level needed to generate the laser. For such
purposes, optical concentration devices are used such as the
three-dimensional parabolic concentrator (paraboloidal con-
centrator (3D-PC)), spherical concentrator (SC), Fresnel lens
(FL), solar towers, and solar mirror arrays. With the help of
the two- or three-dimensional non-imaging concentrators e.g.
compound parabolic concentrators, conical concentrator,
and V-trough concentrator, one can increase the concentration
level to a higher one to attain the approximately the theoretical
energy level.
Abdel-Hadi (2006) developed a solar concentration system
consisting of a Fresnel lens and a Compound Spherical Con-
centrator (CSC). The concentrated radiation was 267.14 W
which equals 6.8  106 W/m2. This power could generate a
laser beam of 2.552 W which could be translated into an inten-
sity of 6.458  104 W/m2 with a slope efﬁciency of 0.028
according to the simulation model developed for this concen-
tration system.
Ohkubo (2009) developed a solar-pumped 100 W class laser
that features high efﬁciency and low cost owing to the use of a
Fresnel lens and a chromium co-doped neodymium YAG cera-
mic laser medium. A laser output of about 80 W was achieved
with combination of a 4 m2 Fresnel lens and a pumping cavity
as a secondary power concentrator. This output corresponds
to 4.3% of conversion efﬁciency from solar power into laser,
and the maximum output from a unit area of Fresnel lens
was 20 W/m2, which was 2.8 times larger than previous results
with mirror-type concentrator.
Liang and Almeida (2011) developed a solar pumped laser
system irradiated by a Fresnel lens using a Cr:Nd:YAG
ceramic medium. The incoming solar radiation from the sun
was focused by a 0.9 m diameter Fresnel lens. The output
power produced from this system was 12.3 W of cw laser
corresponding to 19.3 W/m2 of intensity.
Abdel-Hadi (2012) developed a simulation model of solar
pumped laser system with a concentration system consisting
of a Fresnel lens and a trough (2-dimensional) Compound
Parabolic Concentrator (CPC). The Fresnel lens was in
quadratic form and its dimensions were chosen to be
60 cm  60 cm. The model was tested to the observed data
of solar radiation in Helwan which is a town 35 km south of
Cairo. The solar radiation records were taken by a manual
solar radiation station and applied to this model. The results
showed that for typical days representing each season, we
can get an average laser output power of 6.2 W in spring,
6.8 W in Summer, 2.2 W in Autumn and 0.4 W in Winter.
In the present work, the same procedure has been adopted as
in the work of Abdel-Hadi (2012). After constructing the auto-
matic solar radiation station in October 2010 on the rooftop of
the National Research Institute of Astronomy and Geophysics
(NRIAG), it became easier to record more data of solar radia-
tion. So, we applied the new recorded data on our model and
got new results according to the actual solar radiation status.
Then, we changed in the model itself by substituting the two-
dimensional CPC by a three-dimensional CPC to test the
increase of the output laser power obtained from this system.Figure 1 The total solar laser system (Abdel-Hadi (2006, 2012)).2. Model scenario
The same model scenario adopted in the previous work is also
adopted in this work (Abdel-Hadi (2012)). A Fresnel lens isﬁxed on an optical bench as shown in Fig. 1. The concentrated
solar radiation will be focused on a compound parabolic con-
centrator (CPC). This system will direct the radiation into the
Nd:YAG laser crystal. The crystal has total reﬂective coating
from the side of contact while there is a high reﬂective mirror
as an output coupler aligned to the system on the optical
bench. A water-based cooling circulation is connected to the
crystal in order to eliminate the heat caused by the concentra-
tion and the laser pumping process. The whole optical bench is
set on a mount with a tracking motor which can let the system
follow the position of the sun during the daytime.
Table 1 shows the parameters of the Fresnel lens chosen in
this model.
Two cases of the Compound Parabolic Concentrator (CPC)
were chosen in this model: 2D-CPC and 3D-CPC. The accep-
tance angle of both of them was chosen to be 45. Figs. 2 and 3
show the geometry of the 2D-CPC and 3D-CPC used as sec-
ondary concentrators respectively, while Table 2 shows the
parameters of both of them.
The Nd:YAG laser is by far the most commonly used type
of solid-state laser. Neodymium-doped yttrium aluminium
garnet (Nd:YAG) possesses a combination of properties
uniquely favourable for laser operation. The YAG host is
hard, of good optical quality, and has a high thermal conduc-
tivity. Furthermore, the cubic structure of YAG favours a nar-
row ﬂuorescent linewidth, which results in high gain and low
threshold for laser operation. In Nd:YAG, trivalent neody-
mium substitutes for trivalent yttrium in the lattice, so charge
compensation is not required (Koechner 1992).
The threshold pumping power of the laser rod can be calcu-
lated from Eq. (1) (Weksler and Schwartz 1988):
Pth ¼ AaIsgqgovpa
2cl  lnðRÞ
2e
 
ð1Þ
where Aa is cross-sectional area of the crystal (rod) and cl is the
loss per pass in the laser. The other parameters are shown in
Table 3.
Table 1 Parameters of the used Fresnel lens.
Parameter Value
Dimensions 60 cm  60 cm
Aperture Area 0.36 m2
Focal length 0.75 m
Figure 3 3D-CPC.
Table 2 Parameters of the used 2D- and 3D-CPCs.
Parameter 2D-CPC 3D-CPC
Acceptance angle 45 45
Concentration ratio 1.414 2
Table 3 Parameters of the used Nd:YAG laser crystal.
Parameter Symbol Value
Fluorescence of the crystal Is 12.5  106 W/m2
Quantum eﬃciency gq 0.63
Overlap ratio govp 0.14
Absorption coeﬃcient a 0.59
Pumping eﬃciency e 0.67
Rod length l 7 mm
Rod diameter d 2 mm
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(the efﬁciency above the threshold) using Eq. (2):
gs ¼ gqgovpae
T
ð2cl  lnðRÞÞ
 
ð2Þ
where the value gq is the quantum efﬁciency (the mean wave-
length of absorbed radiation divided by the lasing wavelength)
which can be calculated from Eq. (3) (Weksler and Schwartz
(1988)):
kq ¼ kskL ð3Þ
The laser output power Pout can be written as in Eq. (4):
Pout ¼ ðAaIsÞ Tð2cl  lnðRÞÞ
½go  ðcl  lnð
ﬃﬃﬃﬃ
R
p
Þ ð4Þ
where Is is the saturation ﬂux, T and R are the output mirror
transmission and the reﬂectivity, respectively, and go is the
small signal gain (Winston et al. 1992). Putting into a form
that is often used when presenting solid-state laser perfor-
mance data, the output power can also be written as in Eq. (5):
Pout ¼ gsðPin  PthÞ ð5Þ
The measured laser threshold power, as a function of the
output coupler mirror reﬂectivity R, can be used to determine
both the loss per pass L and the mean pumping efﬁciency e
(Winston et al. 1992).
The parameters of the Nd:YAG laser crystal needed in the
model are given in Table 3.Figure 2 Geometrical design of the 2D-CPC.
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Figure 6 Laser output for the system of Fresnel lens and
2D- and 3D-CPCs.
252 Y.A. Abdel-Hadi et al.Firstly, we tested the two models by applying some arbi-
trary values of the input solar radiation power. For the ﬁrst
case where we use the two-dimensional Compound Parabolic
Concentrator (CPC) as a secondary concentrator, for
1000 W/m2 of solar radiation (348.075 W and accordingly
492.252 W/m2 on the Fresnel lens), an output laser power of
8.351 W can be obtained. This output power can be translated
to an intensity of 2.108  105 W/m2; for the ﬁrst case where we
use the three-dimensional Compound Parabolic Concentrator
(CPC) as a secondary concentrator, and for 1000 W/m2 of
solar radiation (348.075 W on the Fresnel lens), an output
laser power of 13.862 W can be obtained. This output power
can be translated to an intensity of 3.499  105 W/m2. The
conversion efﬁciency for both systems was found to be 2.7%.
Figs. 4 and 5 show the performance of these two systems
according to the given parameters, while Eqs. (6) and (7)
represent the model ﬁtting equations for both systems
respectively.
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Pout;3DCPC ¼ 0:02703Pin  4:95195 ð7Þ200 250 300 350 400 450 500 550 600
0
1
2
3
4
5
6
7
8
9
10
 Output Laser Power (W)
O
ut
pu
t L
as
er
 P
ow
er
 P
ou
t (
W
)
Input Concentrated Solar Radiation Power Pin (W)
Figure 4 The performance of the solar laser model for a system
of Fresnel lens and 2D-CPC.
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Figure 5 The performance of the solar laser model for a system
of Fresnel lens and 3D-CPC.To compare the output power gained from each one of the
two models, we applied the both modelled systems on a real
recorded data by the Solar Radiation Station ﬁxed at the
National Research Institute of Astronomy and Geophysics
(NRIAG) at Helwan (u= 29520 and k= 31210). Fig. 6
shows the calculated laser output for the system having each
case of the CPC as a secondary concentrator. Eqs. (8) and
(9) represent the model ﬁtting of the curves 2D-CPC and
3D-CPC systems respectively. The maximum difference
between the laser output power values in the two cases reaches
up to 5 W.
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Fig. 6 and Eqs. (8) and (9) represent an example of an ideal
day on which, a whole laser output power of 431 W in the case
of using a 2D-CPC and 609 W in the case of 3D-CPC during
the day can be obtained.6 8 10 12 14 16 18
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Figure 7 The output laser power obtained in Helwan according
to the system of Fresnel lens and 2D-CPC.
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Figure 8 The output laser intensity obtained in Helwan accord-
ing to the system of Fresnel lens and 2D-CPC.
Simulation model of a new solar laser system 253Finally, we tested the both models according to the real
solar radiation data recorded by the mentioned Solar Radia-
tion Station recently in all seasons in 2012. Figs. 7 and 8 show
the output laser power and intensity obtained in Helwan
according to this model respectively for the system of Fresnel
lens and 2D-CPC which are ﬁtted in Eqs. (10)–(17). On the
other hand, Figs. 9 and 10 show the output laser power and
intensity obtained in Helwan according to this model respec-
tively for the system of Fresnel lens and 3D-CPC which are ﬁt-
ted in Eqs. (18)–(25):
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Figure 9 The output laser power obtained in Helwan according
to the system of Fresnel lens and 3D-CPC.Iout;2DCPC;Winter¼187817:0148
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Figure 10 The output laser intensity obtained in Helwan
according to the system of Fresnel lens and 3D-CPC.
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From the last equations, the width of the Gaussian proﬁle
representing the output laser power and intensity takes its
maximum in Summer and its minimum in Winter, while it
takes its intermediate values in Spring and Autumn.
Helwan is a highly polluted industrial town. Its air pollu-
tion causes a reduction in the solar radiation falling on this
area. The major sources of pollution at Helwan are due to
three types of factors: Cement factories, which include 4
factories distributed from the north in Tura to the south in
EL-Tebeen, engineering industries (cars, pipes and tubes fac-
tories) and iron and steel factories. Also, the wind plays an
important role affecting the quality of the air in Helwan.
The major source of the wind directions is from the N and
N-E, which represents about 50% of the total direction. This
means that the Tura EL-Cement and Helwan Portland
cement factories represent 50% of the pollution of Helwan
region. The national cement factory and iron steel factories
represent about 40% (NW, S, W, S-W directions) of the total
pollution at Helwan region. Also EL-Tebeen (S-W from
Helwan) is considered to be a very high polluted region
because all cement factories besides 50% from the iron and
steel factories pours out in this region. This means that the
level of pollution in Helwan region is high in comparison
with the international limit, by about 1250–2500% in indus-
trial and populated regions (Rahoma and Hassan (2010)).
This pollution level affects the solar radiation and reduces
it dramatically.
3. Results and discussion
According to the two cases of models in our work and the
recorded solar radiation data recorded by the Solar Radiation
Station at the National Research Institute of Astronomy and
Geophysics (NRIAG), promising output values of laser can
be readily obtained. We selected some typical days represent-
ing each season of the year 2012. The selection was based on
the criteria that the day has to be around the intermediate days
of the seasons and its proﬁle has to be a typical proﬁle
(bell-shaped).
For the system of Fresnel lens and 2D-CPC, an average
laser output power of 1.27 W in Winter, 2 W in Spring, 5 W
in Summer and 4.68 W in Autumn respectively can be
obtained. Accordingly, the annual average output power for
this system is 3.24 W. These values can represent the values
of intensity: 0.32  105 W/m2 in Winter, 0.505  105 W/m2 in
Spring, 1.25  105 W/m2 in Summer and 1.18  105 W/m2 in
Autumn respectively. Accordingly, the annual average output
intensity for this system is 0.814  105 W/m2.
For the system of Fresnel lens and 3D-CPC, an average
laser output power of 3.28 W in Winter, 3.55 W in Spring,
7.56 W in Summer and 7.13 W in Autumn respectively can
be obtained. Accordingly, the annual average output power
for this system is 5.38 W. These values can represent the values
of intensity: 0.829  105 W/m2 in Winter, 0.897  105 W/m2 in
Spring, 1.91  105 in Summer and 1.8  105 W/m2 in Autumn
respectively. Accordingly, the annual average output intensity
for this system is 1.36  105 W/m2.In Figs. 7–10, we can notice that the trend of the laser gen-
erated by the solar energy obviously coincides with the trend of
the solar radiation values recorded for each season in Helwan.
The higher values of the laser power can be generated obvi-
ously in the Summer, since the solar radiation values are the
highest during the year. As we go to the Autumn, the solar
radiation values are still high but a little bit less than those
of Summer. So, the generated solar laser values are also a
little bit less than those generated in the Summer. The trend
of the solar radiation gets lower until it gets its lowest values
in the Winter in which the lower values of the laser power
can be generated. As we go to the Spring, the solar radiation
values get higher values again until they reach their maximum
values again in the Summer. So, the generated solar laser starts
to get higher values again. It is also obvious to ﬁnd the values
of the generated solar laser in Spring lower than those of
Autumn for three main reasons: (1) the solar radiation values
take their time to get higher level after the Winter, (2) the effect
of the Spring wind blowing in Egypt at that time (Khamaseen)
and (3) the solar radiation values take their time to get lower
level after the Summer.
We have to say that our simulation model represents a por-
table easy-made solar laser system and, therefore, the expected
output laser power is not high like the bigger more complicated
systems. So, our way of development will take place in two
directions (Abdel-Hadi (2012)) as follows:
1. We have to increase the dimensions and the parameters of
the concentration system in order to increase its concentra-
tion power.
2. We have to ﬁnd other laser materials of parameters which
can decrease the threshold pumping power with minimum
defection of the laser process or the beam quality.
4. Conclusion
 Fresnel lens is a well-recommended concentrator type for
generating a solar laser. For a system of a simple Fresnel
lens of dimensions 60 cm  60 cm and a CPC of suitable
dimensions, we can get about 13.862 W of output laser from
a 1 kW/m2 of solar radiation.
 Applying this model on Helwan using the data measured by
the solar radiation station in NRIAG (u= 29520 and
k= 31210) for typical days representing each season, we
can get the following results:
1. For the system of Fresnel lens and 2D-CPC, an aver-
age laser output power of 1.27 W in Winter, 2 W in
Spring, 5 W in Summer and 4.68 W in Autumn respec-
tively can be obtained. Accordingly, the annual aver-
age output power for this system is 3.24 W. These
values can represent the values of intensity:
0.32  105 W/m2 in Winter, 0.505  105 W/m2 in
Spring, 1.25  105 in Summer and 1.18  105 W/m2
in Autumn respectively. Accordingly, the annual
average output intensity for this system is
0.814  105 W/m2.
2. For the system of Fresnel lens and 3D-CPC, an aver-
age laser output power of 3.28 W in Winter, 3.55 W in
Spring, 7.56 W in Summer and 7.13 W in Autumn
respectively can be obtained. Accordingly, the annual
Simulation model of a new solar laser system 255average output power for this system is 5.38 W. These
values can represent the values of intensity:
0.829  105 W/m2 in Winter, 0.897  105 W/m2 in
Spring, 1.91  105 in Summer and 1.8  105 W/m2 in
Autumn respectively. Accordingly, the annual average
output intensity for this system is 1.36  105 W/m2.
 Using 3D-CPC as a secondary concentrator for such a sys-
tem increases the average output power obtained about 1.7
times that obtained by using the 2D-CPC.
 Some of atmospheric phenomena affect the input power of
the solar radiation and accordingly the output laser
obtained from the system such as the wind direction and
speed and the humidity. These factors can affect the
clearness of the sky needed to obtain the solar laser.
 The solar radiation data were taken in Helwan which is an
industrial polluted town. If we set up the system in a place
of a cleaner air, better results could be readily obtained.References
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